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Disclosure to Promote the Right To Information 

Whereas the Parliament of India has set out to provide a practical regime of right to 
information for citizens to secure access to information under the control of public authorities, 
in order to promote transparency and accountability in the working of every public authority, 
and whereas the attached publication of the Bureau of Indian Standards is of particular interest 
to the public, particularly disadvantaged communities and those engaged in the pursuit of 
education and knowledge, the attached public safety standard is made available to promote the 
timely dissemination of this information in an accurate manner to the public. 




Mazdoor Kisan Shakti Sangathan 
"The Right to Information, The Right to Live'' 
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1. Scope — Specifies the dimensions and otiier requirements of renewable lock screw locating pins to 
be fitted in jigs and fixtures for locating or positioning tlie job for use with press fitted headed and 
headless linear bushes conforming to IS:666 (Part 2)-1972 'Specification for jig bushes; Part 2 Renew- 
able drill bushes (second revisionY alongwith locl<ing screws. 

Note — These pins are preferred to be used on heavy jigs and fixtures where replacement and fixing of pins can 
easily be done from top side only without tumbling upside down and where due to more base thickness of jigs and fix- 
tures proper surface area of bottom side for fixing these pins is not available. 

2. Types 

a) Type A — Round shaped renewable lock screw locating pin. 

b) Type B — Diamond shaped renewable lock screw locating pin. 

Note — Generally one of each type of pins is used in a pair and fitted in a jig or fixture. Selection of pins is 
done to suit the sizes and tolerances of two locating holes of work piece, which are reamed accurately and centre 
distance of which is toleranced to close limit. Diamond pins take variation of distance between the centres of two 
locating holes of workpiece, and accordingly diamond pin is fixed to give the diamond contacts at right angle to 
the line joining the centres of two locating pins to prevent radial movement of workplece about the axis of round 
locating pin ( see 3.4 ). 

3. Dimensions 

3.1 Dimensions for renewable lock screw locating pins shall be as given in Table 1. 

3.2 Dimensions for press fit liner bush (headed or headless) shall be according to Table 2 of IS:666 
(Part 2)-1972. 

3.3 Dimensions for locking screws shall be according to Table 3 of IS : 666 (Part 2)-1972. 

3.4 Mounting dimensions for renewable lock screw locating pins shall be as given below; 
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^LOCK SCREW 
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LOCKIN G SCREW 
M6x5-IS:666(PART 2) 



LINER BUSH 
TYPE A 
IS:e66(PART2) 



LINE R BUSH, TYPE B 
IS:e66(PART 2) 




PLATE AND BUSH FACES TO BE KEPT FLUSH 
TYPE A HEADED OR HEADLESS LINER FLUSH 



/LINER BUSH, TYPE A 
IS:666(PART 2) 



TYPE B LINER HEAD PROJECTED 



Note — Th^e fixture plate may have through hole or blind hole for the locking screw, 
length of the tapped hole shall be 12 nnnn Min. 



In case of blind hole, the 
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Note — Dimensional deviations for untoleranced dimensions: 

Medium class according to IS:2102 (Part 1)-1980 'General 
tolerances for dimensions and form and pasition: Part 1 General 
tolerances for linear and angular dimensions {second revision)' , 

*See also 4. 

t5ee aiso 3.2. 



4. Tolerance — The diameter D of the renewable lock screw locating pins (see 3.4) shall be toleranced 
to suit the requirements. 

5. Material and Hardness — Suitable case hardening steel having hardness 550 to 650 HV to a case 
depth of 0-4 to 0*6 mm. 

6. Designation — A renewable lock screw locating pin of round shape, Type A having Z?== 10 mm shall 
be designated as: 



Renewable Lock Screw Locating Pin A10 IS; 11613. 



7. Finish — The renewable lock screw locating pins shall be free from cracks, burrs, pits and other 
defects. 



8. Preservation and Packing 



8.1 A suitable anti-corrosive surface treatment shall be given to renewable lock screw locating pins. 

8.2 The renewable lock screw locating pins shall be packed in accordance with best trade practice. 



9. Marking 



9.1 Each renewable lock screw locating pin shall be marked at an appropriate place with type, size 
and manufacturer's name or trade-mark. 



9.2 ISI Certification MarA//?flr— Details available with the Indian Standards Institution. 
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TABLE 1 DIMENSIONS FOR RENEWABLE LOCK SCREW LOCATING PINS 

{ Clause 3.1 ) 
All dimensions in millimetres. 
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♦See also 4. 

tApplicable for diamond shaped locating pins only. 

XSee also 3*2. 

§See also 3.3. 



Note — Dimensional deviation for untoleranced dimension: Medium class ;accordlng to 18:2102 (Part 1)-1980. 



EXPLA N ATO R Y NOTE 

This standard has been prepared based upon the experience of our industry. It was felt necessary 
to reduce the variety and rationalise the sizes. The sizes covered in this standard are generally used 
in the industry. 
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